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<*> DEMOLITION KEYED NOTES

1. REMOVE EXISTING WALL FULL HEIGHT AND TO EXTENTS SHOWN.
PATCH AND REPAIR SURROUNDING CONSTRUCTION AS REQUIRED TO
RECEIVE NEW FINISHES.

2. REMOVE PORTION OF EXISTING MASONRY WALL . FLASH PATCH
FLOOR AT REMOVED WALLS TO MATCH EXG. SURFACE AND PREPARE
FOR NEW FINISH AS SCHEDULED.

2A. REMOVE PORTION OF EXISTING MASONRY FOUNDATION WALL TO
EXTENTS SHOWN UP TO 9' - 4” AFF. AND PREPARE AREA FOR LINTEL
INSTALLATION. REFER TO LINTEL DETAIL ON ASG6O0!1.

3. REMOVE EXISTING DOOR, FRAME, HARDWARE & THRESHOLDS IN
THEIR ENTIRETY.

4. REMOVE EXISTING MILLWORK AND ASSOCIATED ACCESSORIES TO
EXTENTS SHOWN. PATCH AND REPAIR SURROUNDING SURFACES AS
REQUIRED TO RECEIVE NEW FINISHES.

5 _REMOVE TING PLU

ING FIXTURE AND ALL ACCESSORIES (SEE

E

6. APPROXIMATE LOCATION OF ROOF PENETRATION ABOVE.
COORDINATE EXACT LOCATION WITH HYAC DRAWINGS. REMOVE AND
REPLACE ACT CEILING IN ITS ENTIRETY IN ROOM A162 TO ALLOW FOR
DUCTWORK INSTALLATION ON THE FIRST FLOOR. REFER TO SKETCH
ASKOO03 FOR SHAFT LOCATION IN ROOM M206. SEE DETAIL 6/AS601
FOR CURB DETAIL.

7.RE ST L T IN IK
AND REPAIR SURROUNDING SURFACES AS REQUIRED TO
FINISHES.

6. REMOVE EXISTING METAL ENCLOSURE AND ABANDONED CONCRETE
ENCASED ELECTRICAL CONDUITS (TYP. OF (&) 5" CONDUITS).

9. REMOVE EXISTING WINDOW AND FRAME IN ITS ENTIRETY.

10. REMOVE EXISTING ACOUSTICAL CEILING AND GRID SYSTEM IN ITS
ENTIRETY. PREPARE SURROUNDING SURFACES TO RECEIVE NEW
FINISHES.

11. REMOVE EXISTING VCT FLOORING, BASE AND SUBSTRATE IN ITS
ENTIRETY. PATCH , REPAIR, AND LEVEL SURFACE AS REQUIRED TO
RECEIVE NEW FLOOR FINISH.

12. PREPARE OPENING IN FOUNDATION WALL, WHERE EXISTING
CONCRETE ENCASED ELECTRICAL CONDUITS HAVE BEEN REMOVED.

15. TRENCH PORTIONS OF EXISTING CONCRETE FLOOR SLAB AS
REQUIRED FOR NEW SANITARY LINES (COORDINATE WITH PLUMBING
DRAWINGS).

14. SAND/SCARIFY HM DOOR AND FRAME IN ITS ENTIRETY TO RECEIVE
NEW PAINT. REMOVE EXISTING HARDWARE AND PREPARE EXISTING
DOOR FOR NEW DOOR HARDWARE.

15. CAREFULLY REMOVE EXISTING GWB AND MTL STUD COLUMN AND
BEAM ENCLOSURE TO EXTENTS SHOWN. PREPARE STEEL COLUMNS AND
BEAMS FOR SPRAY FIREPROOFING. ALL EXPOSED STEEL SHALL BE
SPRAYED TO MEET UL DESIGNS LISTED IN THE SPECIFICATIONS.

16. REMOVE EXISTING DOOR HARDWARE. PREPARE EXISTING WOOD
DOORS FOR NEW DOOR HARDWARE.

GENERAL DEMOLITION NOTES

1. ALL ELECTRICAL OUTLETS, WIRING, BOXES, CONDUIT, FIXTURES,
ETC. LOCATED IN WALLS OR CEILINGS SHOWN TO BE REMOVED BY
THIS PROJECT SHALL BE REMOVYED TO THE POINT OF CONNECTION
AT THE ELECTRICAL SERVICE PANEL.

2. ALL PLUMBING SUPPLY AND SANITARY COMPONENTS AND PIPING
SHOWN TO BE REMOVED BY THIS PROJECT SHALL BE REMOVED TO
THE POINT OF SERVICE ENTRY OR EXIT IN EXISTING BUILDING.
PENETRATIONS THROUGH EXISTING ROOF SHALL BE CUT AND
TERMINATED AT A POINT BELOW THE ROOF LINE TO BE REUSED.
PENETRATIONS NOT SCHEDULED FOR REUSE SHALL BE CUT BELOW
ROOF LINE AND CAPPED.

3. ALL HEATING EQUIPMENT, CONNECTIONS, CEILING UNITS,
REGISTERS, BASEBOARD UNITS, DUCTWORK, ROOF TOP UNITS, ETC.
SHOWN TO BE REMOYED BY THIS PROJECT SHALL BE REMOVED IN
THEIR ENTIRETY. PATCH AND REPAIR ANY EXISTING CONDITIONS
AFFECTED THAT ARE TO REMAIN. PATCH AND REPAIR OPENINGS IN
FLOOR TO RECEIVE NEW FLOORING AS AFFECTED BY REMOVALS.

4. REMOVE ALL WALL MOUNTED ITEMS INCLUDING (BUT NOT LIMITED
TO) TACKBOARDS, SHELVES, SOAP DISPENSERS, PAPER TOWEL
DISPENSERS, TV BRACKETS, DOOR STOPS, WALL PROTECTION,
MISCELLANEOUS EQUIPMENT MOUNTING BACKBOARDS AND
HARDWARE. LEAVING ONLY THE BARE WALL FINISH, PATCH WALL
SURFACES AS REQUIRED FOR NEW FINISHES AS SCHEDULED.
PROPERLY DISPOSE OF ALL ITEMS NOT BEING REINSTALLED.
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